


  

At Westbury we thought long and hard about the type  

of timber windows and doors we wanted to make for  

our customers in the future. 

Our thought process was driven by a desire to manufacture 

the highest quality product that encompassed all the best 

technical and energy saving features of proven continental 

design but with a traditional British architectural heritage 

appearance.

The Westbury design team set about this by researching 

the latest manufacturing technologies and materials that 

had the quality and environmental credentials to satisfy 

our customers and construction legislation for now and  

in the future.

The result is a superb range of timber windows and doors 

built in Britain for British architecture that look as good  

as they perform.

 Quality 
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John Mumford, Director
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By designing our timber frames and sashes with deep inside to outside 

profiles we improve the thermal performance through the wood 

components. This is a fact that was mastered by Scandinavians  

many years ago to help keep out the cold weather, they had a standard  

frame depth of 115mm the same as Westbury today.

Westbury sashes are 68mm deep and therefore can incorporate a much 

thicker and wider choice of energy efficient and sound reducing glass.  

These facts enable Westbury to offer independently tested and authorised 

energy saving products with excellent whole product U Values.

Efficiency  
and traditional design

1.4
all products

energy sound & secure legacy thin dgu

WHOLE PRODUCT U-VALUE

1.3 W/m2K

Upgrading the glass to centre 
pane value of 1.1 W/m2 K

WHOLE PRODUCT U-VALUE

1.3 W/m2K

Incorporates one layer of 
6.8mm laminated glass for 
security and sound reduction 
with centre pane value of 
1.1 W/m2 K and glass sound 
reduction of 38 rwdb

WHOLE PRODUCT U-VALUE

1.4 W/m2K

Specialist unit 16mm thick  
for traditional appearance

Available Box Sash onlyAvailable all products  
except Slide Sash 1.4W/m2K

Available all products

sound & secure eXtra triple glaze

WHOLE PRODUCT U-VALUE

1.3 W/m2K

Incorporates one layer  

of 8.8mm laminated glass, 

security and improved sound 

reduction with centre pane 

value of 1.1 W/m2 K and glass 

sound reduction of 41 rwdb

WHOLE PRODUCT U-VALUE

1.1 W/m2K

Based on three layer 4mm 

thick glass with centre pane 

value 0.6 W/m2K

Available all products  
except Slide Sash and 
Casement 1.4W/m2K

Available Casement /French 
Doorsets/ Sliding Sash. 
Single Doorsets 1.0W/m2K

All our standard products offer 
U-Value 1.4 W/m2K when using  
glass with a centre pane value  
of 1.2 W/m2K.W/m2K

WHOLE PRODUCT U-VALUE
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 Unique 
design features

beautiful deep moulded sashes  
and doors with internal glazing bar  
and sash profiles reminiscent of  
an earlier age. 

 

classic traditional tight frame and 
sash joints found on traditional joinery. 
No unsightly Swedish joints, typical  
of many modern windows. 
 

 

 
operational hardware of the  
highest quality, locking systems  
and friction hinges concealed behind 
weather seal lines to preventing 
exposure to the elements and 
therefore extending durability.
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traditional staff bead mouldings 
in deep 115mm frame profiles that 
create beautiful shadow lines and 
corner mitres. 

 

deep 68mm thick french doors  
avoid the need for unsightly plant on 
pieces to cover locking mechanisms 
giving superb visually pleasing 
traditional flush finish from inside  
and outside the building. 

 

specially formulated glues  
that ensure very strong joints whilst 
allowing some small natural timber 
movements but preventing moisture 
ingress and cracks at the same time.

continuous weather seals in duplicate 
to frame, casement and door sections 
for ultimate weather seal resistance 
and soft closing action whilst improving 
comfort within the building. 

Westbury increased size frame  
and opening lights improve energy  
and sound resistance. 

 

 
 
 
external glazing beads neatly  
silicone capped to prevent any 
moisture ingress.
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preMiuM larch

Larch is a beautiful material naturally durable 

with a high degree of natural moisture 

resistance. The material has been used for 

centuries and was so well thought of that 

centuries ago Venice used it for the 

construction piles placed in seawater to 

support the citys buildings. You will also  

see Larch as the chosen external cladding 

material for old Alpine buildings in Austria 

and Switzerland used for its untreated 

durability and insulation properties.

accoya coMbination

Accoya is a modified timber from sustainable 

sources that is totally moisture resistant and 

virtually rot proof. In the modified condition 

it has the properties of tropical hardwood. 

Information on this unique material can be 

found at www.accoya.com

External glazing bars, glazing beads and  

some cill extensions are manufactured  

from Accoya giving outstanding durability  

and stability.

 Durable 
and sustainable
Westbury work closely with wood day in, day out and are experts  

with an exceptional understanding of how to buy and use it built up  

over many years. For Westbury we have selected European sourced 

material with well known environmental credentials such as FSC  

and PEFC. The material is engineered laminated components that  

are knot free and bonded to provide the quality, strength and stability  

that solid wood cannot match. Westbury use combinations of Larch, 

Accoya and European Redwood.
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Casement 
windows
 
Available as a side or  
top hung format in  
choice of hinge type  
all complete with multi-  
point locking system.

Sliding 
sash
 
Available in a traditional box 
cords and weights or solid 
frame with pre-tensioned 
heavy duty balances.

  

 Form 
and function

side sWing

Our standard mega friction 
hinge provides superior 
closing performance, good 
security and a maximum 
egress escape opening 
width. The hinge can be 
moved inwards to provide  
a cleaning position which will 
auto reset to egress when 
casement is closed. This 
hinge is able to carry weights 
up to 40kg.

side hung butt 

Traditional butt hinges to 
the hanging stile with a 
concealed head friction stay.

top sWing 

Two types of friction hinge 
Standard and Heavy duty  
both of which slide 
downwards into the frame 
area to a limited angle 
dependant on size of 
casement. Heavy duty top 
swing types incorporate a 
special locking espagnolette 
fitted around the bottom 
corner of the casement 
for increased locking and 
stability.

boX cord Weights 

Pre-tensioned nylon cords 
attached to weights and 
operated by heavy duty  
pulley wheels. Alternative 
spring balanced pre-tensioned 
heavy duty spiral balance 
recessed into frame jambs.

legacy sliding sash 

As box sash but incorporating 
thin double glazed glass units  
in a thinner sash section for  
a traditional appearance.
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Doors
 
All our doors can be designed 
to virtually any size or style you 
specify and in most cases are 
supplied fully factory hung as 
the product description. 
Available as single entrance 
doors, French doors, folding 
sliding or lift and slide doors. 

Lanterns
 
Made to order and a perfect 
solution for giving light and 
ventilation to any flat roof. 
Manufactured in laminated 
timber with specialist double 
glazing and an aluminium 
capping system with the 
option of opening hinged  
lights for ventilation.

  

french double doors

Opening inward or outward, factory hung 
on heavy duty butt hinges . Slave leaf has 
concealed top and bottom bolts both 
operated by a single discreet lever at waist 
level within the door thickness. Master  
leaf fitted with multi locking system, lock 
cylinder and handle.

single doors

Opening inward or outward, factory hung 
on heavy duty butt hinges and complete  
with a standard or Heritage multi locking 
system, lock cylinder and handles.

folding sliding doors 

Opening outwards consisting of various 
configurations of door leaves supported  
at the head. Pre hung with all the hardware 
at the factory but dis-assembled for ease  

of transportation and site installation.

lift & slide doors 

Sliding panels in various configurations pre 
hung at the factory with all the hardware.
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design

All Westbury products go through a stringent 
design process to ensure they are technically 
superior whilst achieving a pleasing and 
traditional appearance. Westbury windows 
and doors have an International Design 
Clarification of LOC (07) CL.25-02 and  
are protected by Certificate of Registration  
of Design number 4036141. 
 
tiMber 

Westbury use premium grade knot free 
engineered timber from sustainable sources. 
These sections are laminated to provide 
excellent stability and a superior finish.  
Durable materials are always placed on  
the outer exposed layers. 

Our timbers include:

• accoya – A modified timber which is  
 water resistant and virtually rot proof. More  
 information can be found at www.accoya.com 
• european/siberian larch – A naturally  
 durable timber used for centuries for its  
 excellent moisture resistance and strength.  
• european redwood – Used for the interior  
 of our products, its natural tight grain gives  
 a superior moulded and painted finish. 
• hardwood – Use of hardwood is minimised  
 and used only in areas such as door thresholds  
 where there is more human impact. 
 
Jointing

Westbury create a traditional flush, tight 
joint with high strength by a combination of 
counter profiling and multi dowels. This joint 
is then glued with a combination of specially 
formulated adhesives and mechanical fixings 
resulting in exceptional performance and 
perfect appearance. 

glazing

Westbury standard glazing is 28mm thick 
utilising a choice of glass types depending 
on energy, acoustic, security or privacy 
requirements. Glass is fitted into its rebated 
unit with double sided adhesive tape and 
secured externally using a secret nail system 
through the Accoya glass bead. The external 
perimeter is permanently sealed with an 
appropriate colour silicone.  
 
Weather gaskets

Casement windows and doors feature continuous 
double layers of weather seals in high 
performance TPE (thermoplastic elastomer) 
material. This is a superior “soft close” seal 
combining optimal sealing and insulation  
with a comfortable closing pressure. Sliding 
sash windows feature silicone stop seals and 
brushed seals to enhance sliding performance. 
 

painting

Products are pre sanded and then have a 
factory spray applied three coat full finish 
with de-nib between coats for superior result. 
Standard colour is white with optional choice 
of colours (see colour card). The image above 
shows the variety of paint choices. 
 
ironMongery

Westbury ironmongery is manufactured to 
the highest standards. All door hinges are 
washered and British made from high grade 
metals for heavy duty use. 

 Superior 
specification
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© 2015 Westbury Windows & Joinery Ltd. all rights reserved.

Visit the building centre, store street Wc1e 7bt  
to see our high performance, aesthetically pleasing,  

windows and doors. 

Alternatively come and see our showroom,  
and take a tour of our joinery factory, at our home;  
46-52 cutlers road, saltcoates industrial estate,  

south Woodham ferrers, essex, cM3 5XJ.

01245 326510

westburyjoinery.com


